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1  GENERAL INFORMATION  

1.1  Introduction  

This Network Statement is published in accordance with Statutory Instrument No.  249  of 201 5 ï European 

Union (R egulation of Railways) Regulations 2015  (hereinafter referred to as óS.I. 249  of 201 5ô) for the 

purpose of giving effect to EU Directive 20 12 / 34  of the European Parliament and of the Council of 21 

November 2012 establishing a single European railway area. This N etwork Statement is for the 2021 

timetable period.  

 

Iarnród Éireann was formed under the Transport Act 1986 and Córas Iompair Éireann (a statutory body 

wholly owned by the Government of Ireland) holds 100% of the issued share capital of the Company.  

Iarnród Éireann owns, operates and maintains the railway infrastructure in the Republic of Ireland. Córas 

Iompair Éireann  owns both the land underlying the railway infrastructure and owns the stations.  

1.2  Objective 

The Ne twork Statement is published for the use of applicants seeking  infrastructure capacity in the 

Republic of Ireland  as provided for in S.I. 249  of 201 5.  

 

The Network Statement gives the characteristics of the Iarnród Éireann infrastructure and details the 

general conditions for acquiring capacity on the Network and the use of associated  services , where 

applicable .   The Network Statement contains general rules, deadlines, procedures and criteria relating to 

charging systems and capacity allocation.  

1.3  Legal Framework 

On 12 th  June 2015  the Minister for Transport , Tourism and Sport  approved S.I. 249  of 201 5 entitled 

European Union (Regulation of Railway s) Regulations 201 5.  These Regulation s gave effect to EU Directive 

20 12 / 34.  Iarnród Éireann is designated as the I nfrastructure Manager for the purpose of th ese 

Regulation s and references in the Directive and Regulation s to the I nfrastructure Manager shall be 

construed as references to Iarnród Éireann.  Under S.I. 249 of 201 5 any Railway Undertaking shall be 

granted access, subject to meeting safety and licencing requirements, to the Stateôs railway infrastructure 

for the purpose of operating:  

¶ international passenger services,  

¶ international freight services,  

¶ domestic freight se rvices or  

¶ international combined transport goods services,  

 
The legal framework will be pursuant to Directive (EU) 2016/2370 of the European Parliament and of the 

Council of 14 December 2016 2 amending Directive 2012/34/EU to be transposed into national legislation, 

as regards the opening of the market for domestic passenger transport services by rail and the governance 

of the railway infrastructure.  

                                                 
2 OJ L352, 23.12.2016 p.1  
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1.4  Legal Status  

The contents of the Network St atement must be followed by Railway Undertakings wishing to use the 

Iarnród Éireann Network with particular reference to the technical conditions of the operations and their 

restrictions, capacity application, allocation and pricing.  English is the operati ng language for the network.  

 

1.4.1  General Remarks 

The Network Statement has been drawn up in accordance with S.I. 249  of 201 5. In the event of any 

material differences between the Network Statement and legislation currently in force, the latter prevails.  

 

1.4.2  Liability  

This  Network Statement is neither a Governmental Order nor a business proposal . Iarnród Éireann  has 

prepared the Network Statement with care for the benefit of current and potential applicants . It is 

intended to be informative, but applic ants  should not place reliance on any item of information contained 

in it without first verifying with  Iarnród Éireann  the extent to which it is appropriate to do so.  Iarnród 

Éireann  assumes no liability for any damages either directly or indirectly, arisi ng from any third -party  use 

of this Network Statement or any website reference contained within it.  

 

1.4.3  Appeals Procedure  

Section 4.4.2 of the Network Statement outlines the appeals process available to Railway Undertakings in 

appealing against a capacity allocation decision as set out in the regulations.  

 

With respect to the Network Statement, Iarnród Éireann invites anyone  who has concerns regarding this 

report to raise them with us in order that we may consider how these concerns may be accommodated.  

 

Concerns may be raised by contacting Iarnród Éireann at the following email address:  

networkaccess@irishrail.ie  

 

1.5  Structure of the Network Statement  

The Network Statement has the following structure in line with general EU Guidance.  

 

Chapter 1: General Information  

Chapter 2: Access Conditions  

Chapter 3: Infrastructure  

Chapter  4: Capacity Allocation  

Chapter 5: Services  

Chapter 6: Charges  

 

1.6  Validity & Updating Process 

 

1.6.1  Validity Period  

mailto:networkaccess@irishrail.ie
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This Network Statement is valid for the 2023  timetable period  (December 2022 ï November 2023) .  The 

Network Statement is issued in advance to  allow potential applicants the opportunity to apply for capacity 

in line with the regulations.  

 

1.6.2  Updating Process  

In the event of significant changes due to law amendment or important investment, this   

document may be updated if Iarnród Éireann cons iders it necessary. Law and other legal texts are  

applied regardless of the status of the Network Statement.  

 

While this Network Statement is in force any important changes or updates of the information contained 

will be published as addenda to this document  or as a revised edition with changes clearly highlighted, if 

required.  

 

1.7  Publishing 

The Network Statement is only published as an electronic document. It is available to download free of 

charge on the Iarnród Éireann website at : www.irishrail.ie   

1.8  Contacts 

Applicants seeking further information on the characteristics of the Iarnród Éireann infrastructure, on the 

general conditions for acquiring capacity and the use of associated facilities should contact Iarnród Éireann 

by e -mail at networkaccess@irishrail.ie  for additional information.  

 

1.9  Rail Freight Corridors  

The Network Statement contains general information in relation to rail freight . Freight  references are 

contained in Chapter 3 and Chapter 5  including  freight related specific information which can be found  in 

the general Appendices.  

 

1.10  RailNetEurope 

Members of Rail Network Europe (RNE) have agreed a common structure for drafting Network Statements 

in accordance with Annex IV of Directive 2012 /34/EU . This Network Statement is in accordance with the 

RNE agreed common structure.  

 

Further information can be obtained on the RailNetEurope home page: www.railneteurope.com  

 

  

file:///C:/Users/reynolds_c/AppData/Roaming/Microsoft/Word/www.irishrail.ie
mailto:networkaccess@irishrail.ie
http://www.railneteurope.com/
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1.11  Glossary 

 

Term  Definition  

Access Charge  The charge paid by railway operators for access to rail facilities.  

Access Contract  An agreement setting out the terms and conditions under which 
companies / operators obtain access to rail infrastructure.  

Access Package  The totality of services provided to a Railway Undertaking when it is 

granted access to a network by an Infrastructure Manager . 
 

Ad Hoc Request  An Applicant's request for an individual train path (available as spare 
capacity) outside the time scale that the Allocation Body normally 
uses.  
 

Allocation Process  The process by which capacity is granted to an Applicant by the 
Infrastructure Manager or relevant capacity Allocation Body; this 
capacity is available for the duration of the working timetable period 
only.  
 

Appeals Procedure  The meth od for challenging a decision made by an Allocation Body or 
Infrastructure Manager. Any applicant for a train path that feels it is a 
victim of unfair treatment or discrimination (for example, following a 
decision by an IM  /EFB regarding the allocation of capacity) may 
appeal to the authority responsible for resolving such disputes; in 
most cases, this is the national Regulatory Body . Refer to section 
4.4.2. for further information.  
 

Applicant  A Railway Undertaking which request s track capacity.  

Congested Infrastructure  Section of infrastructure for which the demand for capacity cannot be 
fully satisfied during certain periods, even after coordination of all the 
requests for capacity.  

Cover of Liabilities  An insurance against the costs suffered as a result of injury, damage 
or loss.  

CRR (Regulatory Body)  Commission of Railway Regulation, the renamed Railway Safety 
Commission (RSC) with effect from Monday 29 th  February 2016.  

CTC Centralised Traffic Control  

EFB Essential Functions Body  

Framework Agreement  Expression used in EU Directives as referring to a general agreement 
setting out rights and obligations in relation to infrastructure capacity 
to be allocated and the related charges for a period longer than one 
working timetable perio d.  

Iarnród Éireann (IÉ)  National Railway company of the Republic of Ireland  

Infrastructure Manager 
(IM)  

Body responsible for establishing and maintaining railway 
infrastructure  

Minimum Access Package  A package of access rights conferred by Directive 20 12 / 34/E U Point 1 
Annex II  

Network Statement  DIRECTIVE 20 12 / 34/EU  defines the Network Statement as the 
Statement which sets out in detail the general rules, deadlines, 
procedures and criteria for  charging and capacity allocation schemes  
including  such other information as is required to enable application 
for infrastructure capacity.          

Operating Rules  Rules applicable to railway operations (planning, crewing, movement 
and control of trains).  
 

Path  Infrastructure capacity needed to run a t rain between two places over 
a given time -period   
 

Path Allocation Process  Process that involves assigning specific train paths to railway 
operators.  
 

Railway Undertaking (RU)  EU definition: 'any public or private undertaking licensed according to 
applicable Community legislation, the principal business of which is to 
provide services for the transport of goods and/or passengers by railô. 

Railway Safety Commission 
(RSC)  

Formally established on 1 st January 2006 in accordance with the 
requirements of  the Railway Safety Act 2005. The RSC is the National 
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Safety Authority for the railway sector in the Republic of Ireland. The 
RSC ensures conformity assessment, compliance supervision / 
enforcement and European / legislation harmonisation.  

Railway Safety Directive  means Directive 2004/49/EC of the European Parliament  and of the 
Council of 29 April 2004 (as amended by Directive 2008/57/EC  of the 
European Parliament and of the Council of 17 June 2008, Directive  
2008/110/EC of the European Parliament and of t he Council of 16 
December  2008 and Commission Directive 2009/149/EC of 27 

November 2009)  

Railsys  A suite of software programmes specialising in rail infrastructure data 
management, timetable construction / slot management, track 
possession planning, simul ation and the evaluation of variants and 
discovery of conflicts.  

Statutory Instrument (SI)  An order, regulation, rule, scheme or byelaw  made in exercise of a 
power conferred by statute.  

Timetable  A schedule listing the times at which certain events, such  as arrivals 
and departures at a transport station, are expected to take place. The 
timetable defines all planned train and rolling -stock movements 
which will take place on the relevant infrastructure during the period 
for which it is in force.  
 

Timetable  Period  A timetable period means the period of operation of a Working 
Timetable; it starts on the day of a timetable change (change date).  

 

Timetable Planning Process  A complex process of consultation and planning which defines the 
data relating to all tr ain and rolling -stock movements that are 
expected to take place on the relevant infrastructure during the 
period of validity of the timetable. Detailed train timings are agreed 
by IMs and RUs.  
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2  ACCESS CONDITIONS.  

2.1  Introduction  

This chapter sets out access requirements to operate on the Iarnród Éireann Network.  In addition,  the 

rolling stock acceptance  process, staff acceptance process and licencing / safety certification requirements 

are described in this chapter.  

2.2  General Access Requirements 

The legal framework governing  access to infrastructure is described in S.I. No. 249 of 2015 European  

Union (Regulation of Railways)  Regulations 201 5.   

Access tio facilities  will be subject to provisions of Commission Implementing Regul ation (EU) 2017/2177 

of 22 November 2017 on access to service facilities and rail - related services.  

 

2.2.1  Requirements to Apply for a Train Path  

Applicants may be (a) licensed Railway Undertakings or (b) international groups of railway companies and 

other  individuals or companies with a public service or commercial interest in acquiring infrastructure 

capacity.  A third party may not apply for train paths on behalf of a Railway Undertaking.  

 

Operation of rail traffic on the Iarnród Éireann Network requires that Railway Undertakings and 

international groupings meet all of the following conditions :  

1.  The Railway Undertaking or international grouping shall have an operating licence .  

2.  The licence holder shall have a safety certificate in accordance with the Railwa y Safety Act 2005.   

3.  Capacity has been allocated by the EFB to the Railway Undertaking.  

4.  The licence holder shall have an access contract with Iarnród Éireann.  

 

As per Article 13  of S.I. No. 249 of 2015 , an application for the allocation of railway infrastructure capacity 

may be submitted to the EFB for each timetable period by  a railway undertaking established, or to be 

established, in the State or another Member State.  

 

Under the regulations an applica tion for the allocation of railway infrastructure capacity shall only be 

considered if it is:  

 

(a)  in accordance with such form as the EFB may from time to time direct, and accompanied by ï  

(i)  proof that the Applicant is entitled to apply for infrastructure capacity  in the State.  

(ii)  a safety certificate  issued to the Applicant under the Regulations of 2013 or, in another 

Member State, the corresponding requirements, as applicable.  

(iii)  a bond in favour of the Infrastructure Manager, that is guaranteed by a bank and i s for 

an amount equal in value to 5 per cent of the total cost to the Applicant of providing the 

services for which the allocation is required, or with the Infrastructure Managerôs 

approval , proof of an equivalent arrangement that meets those requirements,  and  

(iv)  an application fee of ú750. 

 

The EFB may at his discretion waive the fees associated with (iii) and (iv) above.  
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Capacity allocated to a ny  Railway Undertaking  by the EFB is non - transferable and non - tradable.  

 

 

2.2.2  Who is allowed to Perform Train Operations  

The following have a right of access to the railway infrastructure:  

¶ Iarnród Éireann (national railway company of the Republic of Ireland) for all its activities 

involving the carriage of pa ssengers and goods.  

¶ Any railway undertaking established in a European Union Member State, for the 

operation of international passenger transport.  

¶ Any railway undertaking established in a Member State of the European Union for any 

type of good transport.  

¶ The rail Infrastructure Manager or its agents for the purposes of maintenance, renewal 

and extension of the rail infrastructure, in compliance with the safety rules imposed on 

all users of the rail infrastructure and with due regard to the train paths which have 

been allocated to the Railway Undertakings.  

 

2. 2. 3  Licence s 

The Commission for Railway Regulation (CRR) issues operating licences to applicants established in 

Ireland  in accordance with S.I. NO. 249 of 2015 .  The licence is valid from the time of issue and is 

renewable every five years  during the currency of the licence .  An operating licence issued in any other 

E.U. state is valid throughout the E.U.  

 

The prerequisite for granting the operating licence is that the main activity of the undertakings is to 

operate rail traffic.  The undertakings must have a safety certificate issued or approved by the CRR, must 

be of solid financial standing, have a compet ent management team and sufficient liability  insurance.  The 

CRR may limit the services that may be provided under a licence.  

 

2.2.4  Safety Certificate  

The Railway Safety Commission (RSC) in Ireland was formally established on 1 st January 2006 in 

accordance with the requirements of the Railway Safety Act (RSA) 2005. The RSC was renamed the 

Commission for Railway Regulation (CRR) on 29 th  February 2016 to reflect the wider regulatory 

responsibilities for the railway sector in Ireland that were assigned to the RSC under S .I. No. 249 of 2015. 

In the context of Directive 2004/49/EC  (the Railway Safety Directive -  RSD) , subsequent amendments  and 

transposition into Irish law ( S.I. N o. 444 of 2013 European Union (R ailway Safety) Regulations 2013) the 

CRR is the National Safety Authority for the railway sector in the Republic of Ireland.  

 

Safety Certificates are issued to Railway Undertakings (RUs) by the CRR in  accordance with the 

requirements of the RSD and S.I. No. 444 of 2013 . The validity of  Safety Certificates shall not exceed  a 

period of five (5)  years .  

 

The purpose of the Safety Certificate is to provide evidence that the RU  -  

(a) has established its S afety Management System in accordance with Article 9 and Annex III of the RSD , 

and . 
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(b) can meet the requirements laid down in the Technical Specifications for Interoperability (TSI) and 

other relevant European Community legislation, and in National Safety Rules, in order to control risks and 

provide rail transport services safely on the network.  

 

An RUôs Safety Management System and Safety Certificate shall be wholly or partly updated whenever the 

type or extent of its operation is substantially altered and shall, in any case, be renewed at intervals not 

exceeding five (5) years. R Us shall, without delay, inform the CRR of any major change in the conditions 

of the Safety Certificate and any consequential changes to the Safety Management System and, 

furthermore, shall notify the CRR in advance of introducing any new category of staff or any new types of 

rolling stock, or substantially modified rolling stock that may require an authorisation for placing in 

service. The CRR may require that the Safety Certificate be revised following an y substantial change in the 

safety regulatory framework.  

 
2.2.5  Cover of Liabilities  

A Railway Undertaking shall have sufficient liability insurance or other corresponding arrangement in 

place.  The nature and scope of the operations must be taken into ac count in evaluating the sufficiency of 

the insurance or similar arrangement.  The required insurance cover must be in force for the period 

stipulated by the CRR but  at a minimum for the duration of the Access Contract. All subcontractors will 

also be requir ed to have a required level of insurance cover in place.  

 

2.3  General Business / Commercial Conditions 

 

2.3.1  Framework Agreement  

Framework agreements can be drawn up between Iarnród Éireann IM and an Applicant RU specifying the 

capacity characteristics of the requested infrastructure by the Applicant which Iarnród Éireann IM will 

supply for a longer period than the length of one timetable.  A framework agreement will normally last for 

a period of five years.  Furthe r information can be obtained from the Infrastructure Manager at 

networkaccess@irishrail.ie . 

 

2.3.2  Access Contract s 

Each Railway Undertaking must enter into an Access Contract with Iarnród Éireann IM concerning the use 

of the railway, as well as the capacity to which the Railway Undertaking has a right or can acquire a right 

to use.  The Access Contract sets out the general administrative, technical and financial conditions 

governing the use of the Net work for the contracted services.    

 

The model Access Contract and corresponding General Terms and Conditions are contained in Appendix 

11. A specific Access Contract is finalised after negotiations between the parties involved.  

 

2.4  Operational Rules 

All Railway U ndertakings are bound to follow and comply with the operating rules published by  Iarnród 

Éireann and the technical regulations associated therewith.   

 

mailto:networkaccess@irishrail.ie
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A combination of the following three documents covers the operating rules which a Railway Undertaki ng 

must comply with:  

1.  The Rule Book  

2.  The Working Timetable  

3.  The óGeneral Appendix to the Working Timetableô 

 

A document entitled the óWeekly Circularô is also circulated by the Infrastructure Manager and this is the 

vehicle by which the Infrastructure Manage r advises relevant parties of any proposed changes to the three 

documents mentioned above. These documents are available on request from Iarnród Éireann . 

 

All Railway Undertakings must also comply fully with existing national safety standards.  

 

2.5  Exceptional Transports 

A transport is deemed to be exceptional within the meaning of UIC (International Union of Railways) 

Leaflet 502 -1 where it causes particular difficulties as a result of its size, weight, or packaging, in relation 

to the fixed installations or w agons of one of the networks/R ailway Undertaking s to be used and where, 

because of that fact, it can be accepted only in special technical or operating conditions.  

 

Exceptional T ransport can take place only under special conditions defined and agreed by Ia rnród Éireann  

in advance.  

 

2.6  Dangerous Goods 

The carriage of dangerous goods by rail is governed by S.I. 651 of 2010  entitled European Communities 

(Transport of Dangerous Goods by Rail ) .  These rules are based on the RID, CIM and COTIF regulations of 

the Eur opean Union.  Applicants intending to transport Dangerous Goods must provide full details of the 

nature of the goods to be transported by rail in their application/s for capacity to the Infrastructure 

Manager.  

 

2.7  Rolling Stock Acceptance Process Guidelines 

In  Ireland the Authorisation for Placing in Service  (APS) of new , upgraded or renewed Rolling Stock will be 

given by  the CRR.  This requires an application to be submitted in line with European and Irish legal 

requirements.   The CRR has produced guidance for the Process of Authorisation for Placing in Service of 

Railway Sub Systems, most notably RSC -G-009.   The latest version of guidelines for the safety 

assessment of new infrastructure works and new rolling stock  is available on the CRR website  

(www.crr.ie) .   

 

http:/ /www.crr.ie/publications/guidelines - for - the -safety -assessment - of - new - infrastructure -

wo rks -and - new - rolling -stock/  

 

http://www.crr.ie/publications/guidelines-for-the-safety-assessment-of-new-infrastructure-works-and-new-rolling-stock/
http://www.crr.ie/publications/guidelines-for-the-safety-assessment-of-new-infrastructure-works-and-new-rolling-stock/
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In addition to the APS process,  it will be necessary in the interest of safe integration and technical 

compatibility of Rolling Stock to follow certain standards which have been defined by the Infrastructure 

Manager.   Further information can be obtained by contacting.  

 

Director IM,  

Iarnród Éireann , 

Engineering & New Works Building , 

Inchicore,  

Dublin 8.  

Phone:  01 707 3849  

Email: eamonn.ballance@irishrail.ie  

2.8  Staff Acceptance Process 

An essential aspect of safety is the training and certification of staff, particularly of train drivers. Driver  

training covers operating rules, the signalling system, the knowledge of routes and emergency 

procedures.  

 

Each railway unde rtaking shall be responsible for the level of training and qualifications of any member of 

its staff carrying out safety -related work as set out in Article 9 of, and Annex III to, Directive 2004/49/EC.  

 

The requirements for Train Driver Certification are s et out in the Train Driver Directive 2007/59/EU.   The 

CRR has produced Guidelines on the application of the Train Driver Directive, RSC -G-025, the latest 

version of this Guideline is available on the CRR website  http://www.crr.ie/publications/guidelines/train -

driver -directive/ .  These Guidelines provide information for Training Centres, Examination Centres, 

Trainers, Examiners, RUs, IMs, Train Drivers and Candidate Drivers.  

 

The CRR is the Competent Authority for the purposes of the Train Driver Directive.  

 
Commission  for Railway Regulation,  

Trident House,  

Blackrock,  

County Dublin,  

Ireland.  

Tel: 01 -2068110  

E-Mail: info@crr.ie  

www.crr.ie  

 

mailto:eamonn.ballance@irishrail.ie
http://www.crr.ie/publications/guidelines/train-driver-directive/
http://www.crr.ie/publications/guidelines/train-driver-directive/
http://www.crr.ie/
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3  INFR ASTRUCTURE   

 

3.1  Introduction  

Infrastructure refers to the state -owned rail network managed by Iarnród Éireann (IÉ). IÉ is responsible 

for the construction and maintenance of all elements of the rail system in Ireland, including, but not 

limited to, tracks, signalling systems, buildings, structures etc.  

 

3.2  Extent of Network 

The Iarnród Éireann network currently extends to approximately 2,400  km of operational track, c.4,44 0 

bridges, c. 1,100 -point  ends, c.970  level crossings, 14 5 stations , 3,300 + cuttings and e mbankments, 372  

platforms  and 13  tunnels.  The network includes main line, Dublin suburban and commuter passenger 

routes, together with freight -only routes.   

 

More detailed information on the network is provided within Appendices 1 to 1D.  

Route Information  Books are under development for all Routes on the Iarnród Éireann Network. This is a 

comprehensive document detailing information about the infrastructure along the entire route.  Books, 

where published, can be obtained from the Infrastructure Manager.  

 

3 .2.1  Limits  

A number of lines are currently not available for traffic, these being:  

 

Athenry -  Claremorris  

Claremorris -  Collooney  

Midleton -  Youghal  

Navan -  Kingscourt  

Mullingar -  Athlone  

Waterford ï Rosslare Strand  

Limerick ï Foynes  

Tralee ï Fenit  

Waterford ï New Ross   

 

No part of the network is classified as óspecialist infrastructureô. 

 

No part of the network is classified as ócongested infrastructureô. 

 

The following are Freight -Only lines:  

Drogheda ï Tara mines  

Waterford -  Belview Port  

 

3.2.2  Connected Railway Networks  
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There is a cross -border connection to the railway system in Northern Ireland between Dundalk and Newry. 

The distance from Dundalk Station to the border is 8.4km and the distance from Newry Station (in 

Northern Ireland) to the bor der is 15.5km.  

 

The infrastructure manager in Northern Ireland is as follows: -  

 

Infrastructure Executive,  

NI Railways,  

3 Milewater Road,  

Belfast BT3 9BG  

Northern Ireland  

 

There are a number of private lines serving a number of industrial locations e.g.,  Dublin Port, Irish Cement 

factory at Platin Drogheda County Louth and Tara Mines Navan County Meath.  

 

3.3  Network Description 

3.3.1  Geographic Identification  

 

3.3.1.1  Track Configuration  

The extent of single / double / multiple track is shown  graphically  in Appendix 1 and is summarised as 

follows:  

Mainline ï Single extends to 1178 km  

Mainline ï Double extends to 886 km  

Mainline -  Multiple extends to 60 km  

 

3.3.1.2  Track Gauge  

Plain Line  
The nominal installed track gauge for plain line track is:  
 
a) Track with rails inclined at 1 in 40 (concrete) 1602 mm  

b) Track with rails inclined at 1 in 20 or vertical 1600 mm  
 
Points and Crossings  
Nominal track gauge for new construction must be 1600  mm for all P&C except for type 113A vertical 

layouts and ñVò Series 50 kg FB which can be 1597 mm. 

 

3.3.1.3  Stations and Nodes  

The current stations and junctions on the IÉ network are shown graphically, in Appendix 1A and further 

details of passenger stations are shown in Appendix 1B and 1C. Additionally, further details of all stations 

including general operating information, parking, transport links, and station accessibility is available from  

the óTravel & Station Informationô section of the IÉ website http://www.irishrail.ie/  

 

3.3.2  Capabilities  

http://www.irishrail.ie/
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Route Information Books are under development for all Routes on the Iarnród Éireann Network. This is a 

comprehensive document detailing information about the infrastructure along the entire route.  Books, 

where published, can be obtained from the Infrastructure Manager  

3.3.2.1  Loading Gauge  

The current loading and structure gauges for the IÉ network are detailed in Appendix 3. 

 

 

3.3.2.2  Weight Limits  

The maximum axle load permissible on the IÉ network is 18.8 tonnes.  

 

3.3.2.3  Line Gradients   

The maximum sustained rising gradient on the Iarnród Éireann network is 1 in 60 in the Up direction on 

the Dublin -Cork line between mile posts 164 and 162. Other significant sustained rising gradients include 

1 in 80 in the Up direction on the Dublin -Sligo line between mile posts 75ı and 70ǖ and 1 in 90 in the Up 

direction on the Dublin -Wexford line between mile posts 40¼ and 36¾.  

 

3.3.2.4  Line Speeds  

The maximum speed is 160 km/h for passenger trains and 80 km/h for freight trains. However, on certain 

sections of line and/or for certain types of train lower maximum speed limits apply. These Permanent 

Speed Restrictions are set out in Appen dix 4. 

 

Temporary Speed Restrictions (TSRs) are advised through the Weekly Circular published internally by 

Iarnród Éireann.  The major criteria for the imposition of TSRs include track defects, engineering works and 

weather conditions.  

 

The most recent editions of the 'Disruptibe Posssession Plan' and the 'Weekly Circular' are available to 

registered RU's. Contact darre.bowe@irishrail.ie . 

 

3.3.2.5  Maximum Train Lengths  

The maximum length of passenger trains is governed by the length of platforms at stat ions the trains 

serve. Platform lengths are set out in Appendix 1B  and are measured from Top of Ramp to Top of Ramp 

where usable length may actually be less . Usable lengths may vary  according to signal location or local 

infrastructure. Please consult the Infrastructure Manager regarding the usable length for specific locations.  

 

Except where specifically authorised, the number of vehicles attached to fully braked freight trains must 

not exceed 36 Twenty - foot Equivalent Units (TEUs). For the purpose of calculating train lengths, one 18.6 

m (62ô 9ò) bogie wagon or one 22 m bogie pocket wagon is counted as 3 TEUs, all other bogie wagon 

types are counted as 2 TEUs and 2 -axle wagons are co unted as 1 TEU.  

 

3.3.2.6  Power Supply  

The Dublin suburban rail system in the area bounded by Malahide, Howth and Greystones is electrified at 

1,500V DC. Current is supplied to trains by an overhead contact line, with one or both of the running rails 

formi ng the return part of the circuit.  
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Contact wire height can range from 4,200 mm to 5,600 mm. Maximum contact wire stagger is 400 mm.  

 

3.3.3  Traffic Control and Communication  Systems  

Route Information Books are under development for all Routes on the Iarnró d Éireann Network. This is a  

comprehensive document detailing information about the infrastructure along the entire route.  Books,  

where published, can be obtained from the Infrastructure Manager.  

3.3.3.1  Signalling Systems  

The signalling systems currently in use on the IÉ network are shown graphically in Appendix 5. 

 

3.3.3.2  Traffic Control Systems  

The traffic control systems currently in use on the IÉ network are shown graphically in Appendix 6. 

 

3.3.3.3  Communication Syst ems  

The communication systems currently in use on the IÉ network are shown graphically in Appendix 7. 

There are two types of train radio system:  

 

Mode A:  This provides communication between driver and CTC. It operates in full 

duplex mode and allows for gen eral calls to all trains or discrete calls to specific trains. It 

also allows for the transmission of text messages in either direction and allows calls to 

be connected to the PABX system. The system provides full coverage over the lines it is 

operational on.  

 

Mode C:  A more basic system operational on lines not covered by CTC. It is an open 

channel system between drivers and the local signal cabin. There is no provision for 

discrete communication to specific trains -  all trains in the area can hear both si des of 

the conversation. There is also no provision for calls to be connected to the PABX 

system. The range of the system is limited, about 5 miles from each cabin.  

 

3.3.3.4  ATC Systems  ï Not applicable  

 

3.4  Traffic Restrictions 

3.4.1  Specialised Infrastructure  

Iarnród Éireann may designate particular sections of its infrastructure for use by specified types of rail 

service and may give priority to that specified type in the allocation of infrastructure capacity. The purpose 

of such a designation i s to enable priority to be given to the specified type of rail service, even though 

there may be other types of rail service which conform to the characteristics necessary to use that 

infrastructure.  

 

3.4.2  Environmental Restrictions  

The operation of trains on the main rail network is subject to the requirements of Irish environmental and 

related law, including statutory nuisance such as noise, with which railway undertakings and Iarnród 

Éireann are required to comply.  
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3.4.3  Dangerous Goods  
The carria ge of dangerous goo ds by rail is governed by S.I. 651 of 2010  entitled European Communities 

(Transport of Dangerous Goods by Rail ) .  These rules are based on the RID, CIM and COTIF regulations of 

the European Union.  

 

3.4.4  Tunnel Restrictions  

See Appendix 4. 

 
3.4.5  Bridge Restrictions  

See Appendix 4. 

 

3.5  Availability of the Infrastructure  

Iarnród Éireann reserves the right to periodically restrict access to sections of the network for the purpose 

of maintenance, renewal and enhancement works. Notices regarding  these works are published in the 

Weekly Circular  and the Weekly Engineering  Notice (through Slí Nua possession management system) , 

copies of which will be supplied to those who have secured access rights  and have a contract with the 

Infrastructure Manager . 

 

The Track Access Contract s for services  between the Infrastructure Man ager and Railway Undertakings  set 

out the process for agreeing disruptive possessions and associated financial compensation which may 

apply.  

 

3.6  Passenger Terminals (Stations) 

There are currently a total of 14 5 passenger stations* on the Iarnród Éireann network. These stations and 

their facilities are detailed both graphically and in tabular form in Appendix 1. 

* including Manulla  Junction which only operates as a transfer point for services to/from Ballina 

and Kishogue the opening of which is pending.  

 

3.7  Freight Terminals 

Freight terminals operated by both Iarnród Éireann and other companies are detailed both graphically and 

in tabular form in Appendix 2. 

 

3.8  Service Facilities 

3.8.1  Train Formation Yards  

Refer to Appendix 8 and for further information on train formation yards  and facilities contact.  

 

Director IM,  

Iarnród Éireann , 

Engineering & New Works Building , 

Inchicore,  
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Dublin 8.  

Phone:  01 707 3849  

Email: eamonn.ballance@irishrail.ie  

 

3.8.2  Storage Sidings  

Refer to Appendix 8 for details of all train siding locations and lengths.  

 

3.8.3  Maintenance Facilities  

As Infrastructure Manager, Iarnród Éireann does not offer facilities at maintenance depots. Any 

prospective new operator would need to reach an agreement with the operator (s)  of such  depot s. 

 

3.8.4  Refuelling Facilities  

As Infrastructure Manager , Iarnród Éireann does not offer any refuelling facilities. Any prospective new 

operator wishing to use fuelling facilities would need to reach an agreemen t with the operator (s)  of such  

facilit ies . 

 

3.8.5  Technical Facilities  

3.8.5.1  Hot Axle Box Detectors (HABD)  

The location of HABDs on the IÉ network is  shown graphically in Appendix 9.  
 
3.8.5.2  Turntables  

There are a number of turntables on the Iarnród Éireann network of varying condition. Details on currently 

operational turntables can be obtained from the Infrastructure Manager  and it is only those that are 

included in the Minimum Access Package .  

 

3.9  Infrastructure Development 

A number of infrastructure development projects have been completed in recent years and others are near 

completion or at advanced planning stages.  Further details can be found by visiting the óProjects & 

Investmentô section of the Iarnród Éireann  website at: http://www.irishrail.ie/  

mailto:eamonn.ballance@irishrail.ie
http://www.irishrail.ie/
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4  CAPACITY ALLOCATION  

 

4.1  Introduction  

This chapter describes the process for capacity allocation.  The legal framework for capacity allocation is 

governed by S.I. No. 249 of 2015 .   

 

These regulat ion s give rise to Directive 2012 / 34/E U of the European Parliament concerning the allocation 

of railway infrastructure and the levying of charges . Regulation s 19 and 20 of  S.I. No. 249 of 2015  

specifically address the allocation of infrastructure capacity.  

 

4.2  Description of Process 

 

Capacity for operating regular train services on the Irish railway network shall be requested from the EFB  

for each timetable period within the time defined.  As per the regulations i t is also possible to make ad hoc 

train request s for path capacity for other than regular traffic . Under the regulations the EFB may also on 

request allocate train paths to operators of heritage railway  vehicles  and may waive or levy a nominal 

charge in respect of the allocation of infrastructure capac ity to operators of heritage railway  vehicle s. 

 

An application for the allocation of railway infrastructure capacity may be submitted to the EFB  for each 

timetable period by a railway undertaking established, or to be establ ished, in the State or another 

Member State .  The applicant must provide the relevant documentation  and bonds described in Section 

2.2 of the Network Statement i.e.,  operating licence, safety certificate and suitable insurance  in addition to 

the application fee of ú750 (as per Regulation 13 of S.I. No. 249 of 201 5).  The EFB will respect the 

commercial confidentiality of any information provided by any applicant.  

 

Under the obligations of S.I. No. 249 of 201 5 when a Railway Undertaking intends to request 

infrastructure capacity with a vie w to operating an international passenger service, it  shall inform the CRR, 

the EFB and the Infrastructure Manager s concerned.  

 

Regulation 33  of S.I. No. 249 of 201 5 will apply in order to determine the principal purpose of a proposed 

international passenger service.  The CRR shall determine whether the principal purpose of a service for 

which access has been requested is to carry passengers between stations located i n different Member 

States, following a request from the competent authority (the relevant Minister), the award body for the 

public service contract  (the NTA), the Infrastructure M anager, or the RU performing the public service 

contract.  

 

Requests for capac ity shall be made in writing  in line with the procedures set out in the óTrack allocation 

protocol arrangement between CIE EFB and the Iarnrod Éireann Infrastructure Manager regarding track 

capacity allocation on the Iarnrod Éirea nn railway network, Januar y 2021 ô. This protocol is contained in 

Annex 1 . 
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Only applications that meet the above requirements and those set out in Section 2.2 .1  will be accepted.   

Any queries relating to the Capacity Allocation process should be directed to the Essential Functions Body 

(contact details below)  

 

4.3  Schedule for Path Requests and Allocation Process 

 
4.3.1  Schedule for Working Timetable   

A request for the inclusion of train paths in the Working Timetable  (WTT) during the capacity allocation 

period shall be dealt with as set out in Section A of the óTrack allocation protocol arrangement between 

CIE EFB and the Iarnrod Éireann Infrastructure Manager regarding track capacity allocation on the Iarnrod 

Éireann  railway network, January 2021 ô. The EFB, following consultation with the IM and RUs, will make 

known the date of the next WTT update at least seven months in advance.  

 

The schedule for the updating of the WTT during the capacity allocation period is as i llustrated below. This 

refers to a Multi RU Environmentwhereby RUs are afforded at least 4 months notification period to apply 

for train paths for inclusion in the WTT which will generally be updated in December each year to coincide 

with the uploading of the NS to the Ia rnrod Éireann website. It shoul d be noted however that given the 

current single RU (IÉRU) environment in the Iarnrod Éireann netweork there is scope for shorter 

consultation periods to facilitate the issuing of WTTs that may be dictated by PSO considerations. In 

addition there is scope for smaller registered RUs to co -operate with IÉRU during the application process 

to secure dedicated train paths in the WTT'.  
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4.3.2  Schedule for Train Path Requests Outside the Timetabling Process (Ad Hoc Reque sts)  

 

Ad hoc capacity requests can be made after the capacity application period has ended.  A request for such 

train paths shall be dealt with as set out in Section B of the óTrack allocation protocol arrangement 

between CIE EFB and the Iarnrod  Éireann Infrastructure Manager regarding track capacity allocation on 

the Iarnrod Éireann railway netwo rk, January 2021 ô.  

 

The Access Conditions set out in Section 2 of the Network Statement equally apply to Railway 

Undertakings seeking capacity under th e Ad Hoc request process.  

 

4.3.3  Operational Testing Period  

Should operational testing be required to assess the effect of infrastructure maintenance, renewals and/or 

enhancement activities on future working timetables then this testing period will be made avail able by the 

IM prior to the production of the subsequent yearôs draft working timetable. 

 

Any changes to the infrastructure to support the operational testing which may impact the current working 

timetable will be undertaken under the change control proced ure of the existing Track Access Agreement s. 
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4.4  Allocation Process  

Based on the applications received, the EFB  will compile a Working Timetable  as set ou t  in the óTrack 

allocation protocol arrangement between CIE EFB and the Iarnrod  Éireann Infrastructure Manager 

regarding track capacity allocation on the Iarnrod Éirea nn railway network, January 2021 ô. (See Annex 1).  

 

The EFB shall consult with interested parties on the draft Working Timetable and allow a one -month  period 

for the IM to assess the RUs capacity applications and for the resolution of capacity issues .   The draft 

Working Timetable shall take account of the capacity requested provided that the requested train paths 

enable railway traffic to be operated in  accordance with technical and safety regulations.  

 

The EFB may in order to improve capacity, offer applicants capacity that does not essentially differ from 

the capacity they have requested.  Iarnród Éireann may designate specific infrastructure for use  by 

specific types of transport.  Such designation shall not prevent the use of such infrastructure by other 

types of traffic when capacity is available and when rolling stock conforms to the technical characteristics 

necessary.   

 

The EFB may reserve infras tructure capacity within the timetable to enable it to respond to foreseeable ad 

hoc requests for individual train paths.  

 

4.4.1   Co - ordination Process  

 

The EFB shall take account of the views of interested parties and shall ensure that capacity is allocate d 

based on (a) the draft timetable (b) on a fair and non -discriminatory manner and (c) subject to S . I . 249  

of 201 5. 

 

Infrastructure may only be allocated to a suitably qualified and licensed railway undertaking.  The EFB  

shall as far as possible m eet all requests for capacity including requests for train paths crossing more than 

one network.  Subject to Regulation 20  paragraph 4 of S.I. 249 of 201 5, the EFB may not refuse an 

application for a particular train path if there is no other application f or all or part of the  path.  
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¶ If more than one application is received for all or part of a particular train path the EFB  will 

endeavour, by suggesting suitable amendments, to reach agreement among the applicants which 

would enable some or all of the applications to be granted.  If it is not possible to reach agreement 

with all the applicants, even though the applicants have  not unreasonably refused to agree to a 

modification to their applications, the EFB  shall allocate the path to the applicant s  on a non -

discriminatory basis  based on the priority allocation protocol set out in the óTrack allocation protocol 

arrangement bet ween CIE EFB and the Iarnrod Éireann Infrastructure Manager regarding track 

capacity allocation on the Iarnrod Éireann ra ilway network, January 2021 ô. (See Annex 1).  

 

The EFB may refuse any application if, in its opinion, the applicant has unreasonably ref used to agree to 

modification to its application.  

 

The EFBôs decision concerning an application (including in the case of a refusal, the reason or reasons for a 

refusal) will be communicated in writing to the applicant.  If the application is refused on th e grounds of 

insufficient capacity the written notice shall also include the following information:  

 

¶ That the applicant is entitled to request the EFB  to reconsider the application at the next timetable 

adjustment  

¶ The date when these adjustments would be considered and .  

¶ The time allowed and the procedure for the request.  

 

 

4.4.2  Dispute Resolution  Process  

 

As per the regulations ( 30  of S.I. 249 of 201 5) a Railway Undertaking that is aggrieved by a decision of 

the EFB on the allocation of infrastructure capacity or infrastructure charges may appeal against  that 

decision to the CRR by de livering a written notice of appeal  no later than 21 days after the applicant is 

notified of the decision being appealed.  

 

4.4.3  Congested I nfrastructure : Definition, Priority Criteria and Process   

 

If it is impossible to adequately satisfy requests for infrastructure capacity after the co -ordination process 

the EFB  will declare that part of the network a ñcongested areaò.  This is an area of the rail network for 

which the demand for capacity cannot be fully satisfied during certain periods, even after co -ordination of 

all the requests for capacity. The EFB may also designate an element of infrastructure as congested if it is 

evident that it wi ll become congested during the timetable period.  Even in congested areas the EFB  can 

reserve capacity in the working timetable to respond to foreseeable ad hoc requests.  

 

4.5  Allocation of Capacity for Maintenance, Renewal and Enhancements   
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To guarantee levels of quality, safety, reliability of the infrastructure , the IM  needs to reserve part of its 

available capacity for periodic maintenance and enhancements work by time period, section and line.  

Applicants may make conditional requests for  paths at these times.  

 

The Access Contract sets out the process for agreeing disruptive possessions and associated financial 

compensation which may apply.  

 

4.6  Non-Usage Rules / Cancellation Rules  

 

The EFB reserves the right to cancel timetable paths when th eir use falls below the 25 percent threshold 

quota in a given month unless this was caused by non -economic reasons outside the alleged and proven 

control of the Railway Undertaking.  Railway Undertakings will be bound by the charges set out in  Section 

6.  

 

4.7  Exceptional Transport and Dangerous Goods  

 

Path requests for this type of transport must be made with at least 30 days notice because of the need to 

assess and resolve any incompatibilities with Iarnród Éireann .  

 

4.8  Special Measures to be taken in the event of Disturbance. 

In the case of disturbances to rail traffic due to accidents or technical faults the IM  will take all necessary 

measures to re -establish all normal operating conditions.  In the case of emergencies or technical failures, 

that render the infrastructure temporarily unusable, allocated train paths can be cancelled without notice 

during the repa ir period.  The Performance Scheme set out in Section 6.4 will be utilised to attribute the 

cause of the disruption to the relevant party.  

 

4.9  Contact details. 

 

Essential Functio ns Body.  

CIE Group Solicitor  

Bridgewater House  

Islandbridge  

Dublin 8  

Ph:    +353 1 703 1500  

Email: colm.costello@cie.ie  

 

 
Director IM,  

Iarnród Éireann , 

Engineering & New Works Building , 

mailto:colm.costello@cie.ie
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Inchicore,  

Dublin 8.  

Phone:  01 707 3849  

Email: eamonn.ballance@irishrail.ie  

 

Commission for Railway Regulation.  

Trident House  

Blackrock  

Co. Dublin  

Tel: 01 -2068110  

E-Mail: info@crr.ie  

 

  

mailto:eamonn.ballance@irishrail.ie
mailto:info@crr.ie
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5  SERVICES  

 

5.1  Introduction  

Railway Undertakings will be entitled to the minimum access package and track access to service facilities 

and supply of services as described in Schedule 2 S.I.  249 of 2015 . 

 

5.2  Minimum Access Package 

The minimum track access package will comprise:  

¶ handling of reques ts for infrastructure capacity  

¶ the right to utili se capacity which is granted  

¶ use of running track points and junctions  

¶ train control including signalling, regulation, dispatching and the communication and provision of 

information on train movement  

¶ all oth er information required to implement or operate the service for which capacity has been 

granted.  

 

5.3  Track access to service facilities and supply of services 

Track access to services facilities and supply of services shall comprise , where available :  

 

5.3.1  Use of electrical supply equipment for traction current, where available.  

Any applicant may utilise the electrical supply equipment for traction current via the Track Access Contract 

and the cost of which is included within the Minimum Access Package Tariff.  

Information as to which parts of the network are electrified is set out within Section 3.  

 

5.3.2  Refuelling facilities.  

As Infrastructure Manager , Iarnród Éireann does not offer any refuelling facilities. Any applicant  wishing to 

use fuelling facil ities would need to reach an agreement with the operator (s)  of such  facilit ies . 

 

The operator of the Refuelling Facilities is the Railway Undertaking division of Iarnród Éireann . 

 

5.3.3  Passenger stations, their buildings and other facilities.  

Apart from p latforms the IM does not manage passenger stations, their buildings or facilities. Any 

applicant wishing to use the passenger stations and facilities would need to reach agreement with the 

operator(s) of such facilities.  

 

The operator of the passenger stat ions is the Railway Undertaking division of Iarnród Éireann . 
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5.3.4  Freight terminals.  

Any applicant wishing to use the Freight Terminals facilities would need to reach agreement with the 

operator(s) of such facilities.  

 

The operator of the Freight Termina ls is the Railway Undertaking division of Iarnród Éireann . 

 

Information as to the location of available Freight Terminals is set out within Section 3.  

 

5.3.5  Marshalling yards.  

Any applicant may utilise the available Marshalling Yards via the Track Access Contract and the cost of which 

is included within the Minimum Access Package Tariff.  

Information as to location of available Marshalling Yards is set out within Section 3.  

 

5.3.6  Train formation facilities.  

Any applicant may utilise the available Train Formation facilities via the Track Access Contract and the cost 

of which is included within the Minimum Access Package Tariff.  

Information as to location of available Train formation facilities is set out within Section 3.  

 

5.3.7  Storage sidings.  

Any appli cant may utilise the available Storage sidings via the Track Access Contract and the cost of which 

is included within the Minimum Access Package Tariff.  

Information as to location of available Storage sidings is set out in section 3.  

5.3.8  Maintenance and  other technical facilities  

As Infrastructure Manager , Iarnród Éireann does not offer any train maintenance and other technical 

facilities . Any applicant  wishing to use such  facilities would need to reach an agreement with the 

operator (s)  of such  facilit ies . 

 

The operator of train maintenance and other technical facilities is the Railway Undertaking division of 

Iarnród Éireann . 

 

5.4  Additional Services 

 

5.4.1  Traction Current  

A specific charge will be imposed for the usage of electricity supply . 

 

5.4.2  Supply  of Fuel  

Facilities for refuelling are operated by the Railway Undertaking division of Iarnród Éireann . Enquiries 

regarding the use of these facilities should be made directly to:  

 

Director, RU  

Iarnród Éireann , 

Connolly Station,  
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Dublin 1.  

Phone: 01 -7032524  

Email: billy.gilpin@irishrail.ie  

 

5.4.3  Services for Trains (preheating, water supply, toilet waste handling etc.)  

Service facilities for trains are operated by the Railway Undertaking division of Iarnród É ireann . Enquiries 

regarding the use of these facilities should be made directly to:  

 

Director, RU  

Iarnród Éireann , 

Connolly Station,  

Dublin 1.  

Phone: 01 -7032524  

Email: billy.gilpin@irishrail.ie  

 

5.4.4  Shunting and other services  

Shunting and other services are operated by the Railway Undertaking division of Iarnród Éireann . 

Enquiries regarding the use of these facilities should be made directly to:  

 

Director, RU  

Iarnród Éireann , 

Connolly Station,  

Dubli n 1.  

Phone: 01 -7032524  

Email: billy.gilpin@irishrail.ie  

 

5.4.5  Services for exceptional transports and dangerous goods  

Path requests for this type of transport must be made with at least 30 days notice  because of the need to 

assess and resolve any incompatibilities with Iarnród Éireann .  The cost associated with processing these 

applications is included within the minimum access package tariff.  

 

5.4.6  Other Additional Services  

There are no other additional services to comment on at this particular time.  

 

5.5  Ancillary Services 

5.5.1  Access to Telecommunications Network  
As Infrastructure Manager , Iarnród Éireann does not offer access to its telecommunications network other 

than what is required in conn ection with train operations . 

 
5.5.2  Provision of Supplementary Information  
Any prospective new operator who requires information in addition to that provided within the Minimum 

Access Package is requested to contact:  

Director IM,  

Iarnród Éireann , 

mailto:billy.gilpin@irishrail.ie
mailto:billy.gilpin@irishrail.ie
mailto:billy.gilpin@irishrail.ie


 

27  

 

Engineering & New Works Building , 

Inchicore,  

Dublin 8.  

Phone:  01 707 3849  

Email: eamonn.ballance@irishrail.ie  

 
5.5.3  Technical Inspection of Rolling Stock  
As Infrastructure Manager , Iarnród Éireann does not provide technical inspection of rolling stock.  

 
The operator of the Maintenance and other technical facilities is the Railway Undertaking division of 

Iarnród Éireann . Enquires in the availability of the service of Technical Inspec tion of Rolling Stock can be 

made to:  

Director, RU  

Iarnród Éireann , 

Connolly Station,  

Dublin 1.  

Phone: 01 -7032524  

Email: billy.gilpin@irishrail.ie  

 
5.5.4  Other Ancillary Services  
 
Directive 2001/14 also lists a number of ancillary services which may be provided. Iarnród Éireann  is not 

obliged to supply such services and its capability to supply them is limited. However, Iarnród Éireann will 

consider, without commitment, any specific  requests made for them.  

 

  

mailto:eamonn.ballance@irishrail.ie
mailto:billy.gilpin@irishrail.ie


 

28  

 

6  CHARGES  

6.1  Charging Principles 

The charges for the use of the infrastructure are governed by Regulation  25  of S . I . 249  of 201 5. The 

charging system is based on the maintenance and renewals expenditure on the railway infrastructure.  

Under regulation 13.3 of S.I. 249 of 2015 a reservation charge is required as part of the capacity 

application process, payable by a Railway Undertaking as a bond of 5%, or other e quivalent arrangement, 

of the total cost of providing the service for which the allocation is require d along with an application fee 

of ú750.  

 

6.1.1   Minimum Access Package  

The Minimum Access Package tariff covers the right of access, the right to make tr ain path reservations 

and the right to run trains on the railway infrastructure, including all services listed in Section 5.2.  

 

6.1.2   Track access to facilities referred to in 5.3  

The Minimum Access Package  tariff covers track access to facilities referred to in Section 5.3  

 

6.1.3  Services referred to in 5.3  

These services, where provided by the IM, are included in the Minimum Access Package tariff.  

 

6.1.4  Additional Services  

6 .1. 4.1  Traction Current  

A spe cific charge will be imposed for the usage of electricity supply . 

 

6 .1. 4. 2  Services for exceptional transports and dangerous goods  

The capacity application process associated with exceptional transports and dangerous goods is covered as 

part of the Minimum  Access Package charge.  

 

6.1.5  Ancillary services  

To be agreed between the parties following agreement on the scope of the service to be supplied.  

6.2  Charging System 

The tariff applied to services operating on the network is based on the following principles: -  

Variable Usage Track Infrastructure  Charge:  

Covers the infrastructure managerôs operating, maintenance and renewal costs that vary with traffic. In 

economic terms it represents the short run incremental costs. The variable usage charge is paid by all 

railway undertakings that use the Irish rail network. There will be a single common charge rate throughout 

the entire Irish Rail network.  

 

Variable Usage Traction Power Charge:  

Covers the infrastructure managerôs operating, maintenance and renewal OHLE costs that vary with traffic. 

In economic terms it represents the short run incremental costs. The variable usage charge is paid by all 

railway undertakings that use the OHLE system.  
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Fixed track access charge:  

The fixed access charge recovers  the infrastructure managerôs residual funding requirement as a mark-up 

applied after estimating the income from all the variable track access charges, station access charges, 

infrastructure manager multi annual contract grants and other incomes. It is onl y paid by franchised 

passenger railway undertakings on an operator -specific ability to pay basis.  

 

Freight Only Line charge:  

This includes a variable usage track infrastructure charge along with a fixed track access charge on an 

operator -specific ability t o pay basis. The fixed track access charge component will not be applicable until 

post 2019 . 

 

6.3  Tariffs  

6.3.1  Minimum Access Package  

The tariffs for essential services cover the right of access, the right to make train path reservations and 

the right to run  trains on the railway infrastructure, including all services listed in Section 5.2.  

 

The variable usage track infrastructure charge applied to services operating on the  network is on a rate of 

ú0.0077 per gross tonne kilometre. The amount payable for each  rail journey is calculated by multiplying 

the gross tonn e kilometres operated by ú0.0077. 

 

The variable usage traction power charge for use of traction power on the DART network is ú0.001 per 

gross tonne kilometre.  

 

6.3.2  Track access to facilities refer red to in 5.3  

The Minimum Access Package  tariff covers track access to facilities referred to in Section 5.3  

 

6.3.3   Services referred to in 5.3  

The Minimum Access Package  tariff covers track access to facilities referred to in Section 5.3  

 

6.3.4  Additional Services  

6 .3. 4.1  Traction Current  

A specific charge will be imposed for the usage of electricity supply . 

 

6 .3. 4. 2  Services for exceptional transports and dangerous goods  

The capacity application process associated with exceptional transports and  dangerous goods is covered as 

part of the Minimum Access Package charge.  

 

6.3.5  Ancillary services  

To be agreed between the parties following agreement on the scope of the service to be supplied.  
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6.4  Performance Scheme 

The performance scheme  seeks to ñencou rage railway undertakings and Iarnród Éireann  infrastructure 

manager to minimise disruption and improve the performance of the railway network .ò (Article 25(10) , 

S.I. No. 249 of 2015 ).  

 

The performance regime will be based on a monitoring and recording system whereby delays and 

performance affecting failures will be monitored and causation allocated to the relevant parties. The 

system will be transparent,  and an appeal process will be ava ilable to railway undertakings.  

 

Incidents of delay will be assessed on a case-by -case basis for the duration of the Access Agreement. The 

thresholds for recording of delays are as follows:  

 

¶ Passenger services which arrive at destination 5 or more minutes late.  

¶ Freight services which arrive at destination 30 or more minutes late.  
 
The operation of the performance regime will be based upon the following principles:  
 

¶ All recorded minutes, excluding  force majeure causes, will be attributed to either the 
Infrastructure M anager  or R ailway Undertakings  on a daily basis.  

 
¶ All such recorded minutes attributed to the infrastructure manager  or railway undertakings  will be 

assigned a financial value by service group, based upon the Marginal Revenue Effect (MRE) 
formulae.  

 
¶ The net financial impact of the performance regime between the infrastructure manager and 

railway undertakings  will be invoiced on a period basis , subject to adjustment for any delay 
minute allowances agreed between both parties in a track access  agreement.  

 
 

6.5  Changes to charges 

The variable usage track infrastructure charge and the variable usage traction power charge set out in 

section 6.3.1 shall cover the four -year  period 2020 ï 2024  inclusive.  

 

6.6  Billing Arrangements 

Iarnród Éireann ôs Infrastructure Manager financial system operates on a 13 x 4-week  period basis. Railway 

Undertakings will be invoiced on a period basis in arrears. Invoices shall be paid within 30 days of the 

invoice date.  

 

The invoice shall contain a statement of amou nt payable and shall contain such detail as shall be 

necessary or expedient so as to enable the person to whom it is given to understand, check it and arrange 

payment.  

 

Infrastructure charges payable shall not be refundable apart from when the infrastructure is unavailable 

due to circumstances within ithe Infrastructure Manager's control as set out in track access agreements  

 

All payments shall be made entirely in Euro an d shall be made by electronic funds transfer (ñEFTò). 
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ANNEX 1:  Track Allocation Protocol 
Arrangement  

 
Annex 1  

 
 

TRACK ALLOCATION PROTOCOL ARRANGEMENT  

 

 

between  

 

CIE EFB  

 

and  

 

Iarnród Éireann Infrastructure Manager  

 

 

Regarding  

track capacity allocation  

on the Iarnród Éireann railway network.  

 
 
 
 
 
 

 
January 20 21  
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Agreed Model for Compliance.  
 
The legal framework regarding track capacity allocation for the Iarnród Éireann network is 
governed by S.I. No. 249 of 2015. The model for compliance agreed between Iarnród Éireann, 
CIE, the Commission for Railway Regulation and the Department of Transport , Tourism and 

Sport is as set out  below.  

 

Essential Functions Body 
(Located in CIE HC)
Å Independent compliance officer for 

IM allocation and charging
Å Respond to Regulator on appeal 

issues 

Railway Undertakings (RUs)

P
ay

s 
 tr

ac
k 

ac
ce

ss
 c

ha
rg

es
  

to
 IM

Infrastructure Manager (IM)
Å Publish Network Statement annually
Å Compile WTT and get EFB  approval 
Å Include EFB approved protocol for ad-

hoc requests in TAA 
Å Submit TAC regime for EFB approval 
Å Deliver multi-annual contract

E
nt

er
s 

in
to

 T
ra

ck
 A

cc
es

s 
A

gr
ee

m
en

t

Commission For Railway Regulation
Å Licensing  RUs
Å Allocation and charging appeals

Endorses IM WTT, rules and procedures 
for ad-hoc slot requests & TAC regimes

Minister Competent Authority for MAC

NTA Competent Authority for IERU PSO

Applies for track access slots

Communicate  access slots requests

 
 

Track Allocation Protocol.  
 
The track allocation protocol  arranged  between the CIE Essential Functions Body (EFB) and the 
Iarnród Éireann Infrastructure Manager (IM) is set out in this document. It includes the 
procedures that will be followed by both parties  to ensure fair and equitable access to the Iarnród 
Éireann net work for all Railway Undertakings (RUs).  

 
In summary:  
¶ RUs apply to the EFB for train paths to be included in the Working Timetable (WTT) and 

for permanent amendments to these required within the WTT period. The EFB may 
request the IM to prepare a draft WT T, or amendments to it,  for his approva l in line with 
the protocol set out in Section A.  

¶ RUs apply directly to the IM in respect of ad -hoc train operator variation requests within 
the WTT period. The IM will deal with these ad -hoc requests on behalf of the  EFB in line 
with the protocol set out in Section B.  

 
IM possessions for engineering works are outside the scope of this protocol as they are provided 
for within the annual Track Access Agreements (TAA) between the IM and the various RUs in 
line with Regul ation 21 of S.I. No. 249 of 2015 .  
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A.  Working Timetable train paths.  
  
Definition.  
 
ñWorking Timetable (WTT)ò means the data defining all planned train and rolling-stock 

movements which will take place on the relevant infrastructure during the period for which it is 
in force.  
 
Framework.  
 
In accordance with Schedule 5 of S.I. No. 249 of 2015 the Iarnród Éireann working timetable 
shall be established once per calendar year. The timeframe  for the preparation of the WTT is set 

out in the Iarnród Éireann Network Statement.  
 
 
Request Rules.  

 
Development of the WTT.  
 

The procedure to be followed by RUs, the IM and the EFB in the development of the WTT will be 
as follows: -  
¶ RUs shall apply to t he EFB for train paths covering the period of the forthcoming WTT in 

accordance with Regulation  13 of S.I. No. 249 of 2015 and within the specified 
timeframe  for the preparation of the WTT  set out in the Network Statement . 

¶ The EFB will request the IM to de velop a WTT for its approval in accordance with the 

agreed priority allocation rules set out below.  
 
The working timetable shall take account of the capacity requested  for all scheduled train 
movements , provided that the requested train paths enable railway traffic to be operated in 
accordance with technical and safety regulations. The EFB will consult the Infrastructure 
Manager to ensure safety validation.  
 

In addition: -  
¶ The EFB may reserve infrastruc ture capacity to enable the IM to respond rapidly to 

foreseeable ad-hoc variation requests for individual train paths.  
¶ The EFB shall ensure that all requests for infrastructure capacity to enable maintenance 

of the infrastructure to be carried out shall be  considered  during the scheduling process.  
 
Individual variations of a permanent nature.  

 
Should an RU wish to seek a permanent variation to the WTT within the period of the timetable 
the application must be submitted to the EFB a minimum of 20 working day s in advance of the 
requested WTT amendment. The procedure to be adopted will be as follows: -  
¶ The IM shall issue its recommendation (accept, reject , amend) to the EFB for its 

consideration and approval within 5 working days of receiving the request.  

Priority Allocation Protocol.  
 

If more than one application is received for all or part of a particular train path the Infrastructure 

Manager, on behalf of the EFB,  will endeavour, by suggesting suitable amendments, to reach 
agreement among the applicants which would enable some or all of the applications to be 
granted. If it is not possible to reach agreement with all the applicants, even though the 
applicants havenôt unreasonably refused to agree to a modification to their applications, the IM 
shall alloc ate the paths to the applicants on a non -discriminatory basis based on the decision 
criteria set out below.  

 
The decision criteria in order of priority arranged  between the EFB and the IM  for the allocation 
of train paths between RUs  include the following:  -  
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1.  Compliance with the requirements set out in Sections 2.2.1 and 4 of the Iarnród Éireann 

Network Statement  including: -  

o The Railway Undertaking shall have an operating licence.  

o The licence holder shall have a safety certificate in accordance with the Rai lway 

Safety Act 2005.  

o The licence holder shall have an access contract with the Infrastructure 

Manager.  

o Capacity allocation to any Railway Undertaking is non - transferable and non -

tradable.  

2.  Severity of impact on services covered by public service contract.  

3.  Severity of impact on other services already included in the WTT.  

4.  Severity of impacts on planned engineering works.  

5.  Fit with the priority ranking for path allocations as set out below.  
a.  Train movements associated with public service contract agreement,  
b.  Frei ght services,  

c.  Engineering trains  
d.  Other passenger services  

 
Should conflicts persist within any of the categories a further evaluation will be undertaken 
based on  the following priorities :  

1.  the overall economic value and benefit to society, and  
2.  chronological  order in which requests were received.  

 

 
Summary of Process.  
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Compile requirements for 
Annual WTT or amendments 

incorporating PSO & 
Commercial requirements

Plan train movements

Prepare train plan submission 
for track capacity application 

request.

Submit track capacity 
application to EFB in WTT 

format within agreed 
timeframes

Request IM to prepare draft 
WTT or amendment based on 
RU applications and agreed 

priority allocation rules

Assessment of applications 
by IM Capacity Allocation 

section

Issue WTT or amendment to 
EFB

Endorsement and issue of 
WTT or amendment within 

agreed timeframes

CAPACITY APPLICATION AND ALLOCATION PROCESS (Annual WTT)

RU Train 
Planning 
Section

IM Capacity 
Allocation 
Section

EFB

Prepare public and on-line 
timetable data

Compile associated periodic 
access charges based on TAA

Network Infrastructure data

 
RUs must submit track capacity applications to the EFB in WTT format within the agreed 
timeframes. RUs may choose to co -operate with each other during the track capacity allocation 
process for their mutual benefits and may choose to submit a combined agreed application to 
the EFB, subject to the requirements of competition law.  
 
An applicant who is aggriev ed by a decision of the EFB may appeal against that decision to the 
Regulator not later than 21 days after the date that the applicant is notified of the decision being 

appealed.  
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B.  Train Operator Ad - hoc Variation Requests . 
 

Definition.  

 
After a new working timetable (WTT) is published RUs may wish to obtain additional train paths 
or amend any of their train paths already included. These changes are called train operator ad -
hoc v ariations requests . Applicants may request such ad-hoc variat ions outside the capacity of 
the prescribed WTT period  and may include the following: -  
¶ An additional train slot on one or more occasions,  
¶ Amending the details of one or more slots, and  

¶ Removing one or more train slots.  
 

Framework.  
 
The process for dealing with train operator ad-hoc variation requests  is set out below. The 
process is designed to ensure that all current and potential RUs , including operators of heritage 

railway vehicles,  are dealt with in a fair and non -discriminatory manner when requesting train 
operator ad-hoc variations  in line with Regulation 22 of S.I. No. 249 of 2015 . 
 
These  requests will be dealt with by the IM , acting for the EFB, in line with the rules and 
procedures set out in this protocol.  
 
Where a train op erator ad-hoc variation request is received on any day which is not a working 

day or after 12.00 hours on a working day, the request is deemed to have been received on the 
next working day thereafter. The day of request receipt is regarded as day 1  and eac h working 
day following this adds a day onto the description.  
 

Ad - hoc Request Rules.  
 

All train operator ad-hoc variations requests must be accompanied by the Train Operator 
Variation Application Request Form set out in Schedule 1 and must be submitted to the IM in 
line with the timeframes set out below.  

óWhite spaceô is defined as the time of day during which no train movements have been 
scheduled in the WTT before the commencement of the daily timetabled services.  
Ad-hoc ónon-whiteô space variations 

 
¶ Shou ld an RU wish to run an additional ad -hoc service not provided for in the WTT period 

that could be reasonably foreseen in advance ( e.g.,  match special or concert) the 

request must be submitted to the IM a minimum of 10 working days  in advance of the 

reques ted train paths.  

o The IM shall issue its decision within 5 working days of receiving the request.  

¶ In circumstances where the RU could not have reasonably foreseen the requirement for 

an additional train path the RU must submit the formal request for the add itional path 

to the IM as soon as is reasonably possible for consideration.  

o The IM will deal with these variations through the t rain planning process down 

to 24  hours notice.  

o Variations within the last 24  hours operations are handled by operational 

contro ls.  

Ad-hoc ówhiteô space variations and other variations requiring non -standard IM management 
processes.  
 
¶ Should the RU wish to have an ad -hoc train operator variation during the ówhite spaceô 

(e.g.,  late night Christmas DART service) the RU must make a formal request direct to 

the IM for the additional path(s) a minimum of 60 working days  in advance.  
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o The IM will issue its decision within 5 working days of the request.  

¶ Under exceptional circumstances where additional paths are required at short notice : -   

o within the ówhite spaceô (e.g.,  additional concert  late night service ) or  

o paths requiring non -standard IM management processes  

the  RU must submit the application to the IM as soon as is reasonably possible.  
¶ The IM will deal with these variations through the train planning process down to 24 -

hour  notice.  

¶ Variations within the last 24  hours operations are handled by operational controls.  

Priority Allocation Protocol.  
 
Based on this decision protocol arranged  with the EFB the IM shall have the power to accept, 
reject or modify the request for a train operator variation subject to the decision criteria  set out 
in Section A above.  

 

Where an RU is dissatisfied with a decision of the IM in response to a n ad -hoc train operator 
variation request it may appeal the decision to the EFB provided that it submits its appeal as 
soon as reasonably pr acticable and, in any event,  no later than five working days after it is 
notified of the decision . An applicant who is aggrieved by a decision of the EFB may appeal 
against that decision to the Regulator not later than 21 days after the date that the appli cant is 
notified of the decision being appealed.  
 

Summary of Process.  
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Compile commercial and 
operational requirements for 

Ad-hoc track capacity

Plan train movements

Prepare ad-hoc submission 
for track capacity application 

request.

Submit train operator 
capacity application request 
forms to IM within agreed 

timeframes

CAPACITY APPLICATION AND ALLOCATION PROCESS (Ad-hoc Requests)

RU Train 
Planning 
Section

IM Capacity 
Allocation 
Section

EFB

Issue details of accepted 
additional track capacity 

operation 

Assessment of applications 
by IM Capacity Allocation 
section in line with EFB 

protocol

Issue accept, reject, amend 
decisions within agreed 

timeframe and issue details 
of operation in conjunction 

with various RUs

Arranged protocol with IM to 
deal with ad-hoc requests

Issue periodic report of 
decisions to EFB and compile 

associated periodic access 
charges based on TAA

 
In all cases the IM shall inform the EFB of the request for a train operator variation, its decision 
and the reason for it. This will be done by way of a  periodic report.  
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Schedule 1: Variation Application Request Form 

 

1) Railway Undertaking Name:  2) 
Date of Application 

Request: 
 

3) Train Type (Passenger/Freight):  4) 
Maximum Permitted 

Speed: 
 MPH 

5) Time / Days / Period of Operation Requested:  

6) Train Length Total in Meters - (Including Loco):  Meters 

7) Number of Vehicles in Consist (Excluding Loco) and Vehicle Class / Type:  

8) Train Gross Tonnage (Total Including Loco):  

  Loco 1 2 3 4 5 6 7 8 9 10 

9) Individual Vehicle Weights (T):            

 Individual Vehicle Length (m):            

10) Rolling Stock Brake Type:  

11) Method of Train Operation - (DOO / Guard):  

12) Method of Communication from Driving Unit with Signaller:  

13) 
Are there any specific instructions required for the movement OR on-route 

activity? (Y/N).  If óYESô, please provide details in section 18: 
 

14) Are vehicles listed on the RSC National Vehicle Register? (Y/N):  

15) 
Has the Rolling Stock been cleared to operate over the route requested? 

(Y/N).  If óNOô route clearance will be required: 
 

16) 
Please confirm that you have an approved RU License issued by the 

Licensing Authority in accordance with SI 249 of 2015: 
YES 
/ NO 

 
License valid 

until date: 
 

 

17) Proposed Path: (or attach Operating Notice proposal): 

Origin:  Destination:  
Distance in 
Kilometres: 

 

Stop (Passenger) or 
Handling Point (Freight) 

Time Arrive Time Depart Observations 
Distance in 
Kilometres 

     

     

     

     

     

     

     

     

     

     

     
 

18) Other Information / Details Relating to Operation: 

 

 

19) Additional Freight Specific Information Requirements: Please describe type of goods to be 

transported: 

 

 

20) Do you plan to Transport Dangerous Goods? (Y/N): If óYESô please provide full details 

below: 
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Please Note: 

In addition to completed Path Allocation Request Form, 'bulk' capacity requests must be presented in softcopy, 
compatible with óRailSysô. 
Single capacity requests or requests to operate a service on a particular day do not require a softcopy, completed 
application will suffice. 

 

21) Name of RU requesting Officer:  RU Position Held:  

 

For Capacity Allocation Officer Use: 

22) Name of IM Officer:  IM Position Held:  Date: 
 

 Request Decision: Accept / Reject / Amend Reference Number:  

Form IEIM VARF v6 
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Appendix 1B: Passenger Stations -  Platform Capacity Tables  
(All Measurements Are Rounded Down To The Nearest Metre , TOR=top of ramp )  

Route  Station  Platform  

Platform 
type: 

through or 
Bay  

Usable 
Length 

(rounded 

down to 
nearest 
metre)  

Usable Length if 
bi - directionally 

signalled. other  
direction  

Adjacent line 

description  

TOR to 

TOR  

Dublin 
Heuston / 

Cork  

Heuston  

1 Bay  84  N/A  D.end P line  N/A  

2 Bay  238  N/A  D.end P line  N/A  

3 Bay  238  N/A  D.end P line  N/A  

4 Bay  238  N/A  D.end P line  N/A  

5 Bay  238  N/A  D.end P line  N/A  

6 Bay  238  N/A  D.end P line  N/A  

7 Bay  238  N/A  D.end  P line  N/A  

8 Bay  238  N/A  D.end P line  N/A  

 

Parkwest  

1 Through  172  N/A  Down Fast  172.9  

2 Through  172  N/A  Down Slow  172.9  

3 Through  172  N/A  Up Slow  172.9  

4 Through  172  N/A  Up Fast  172.9  

Clondalkin 
Fonthill  

1 Through  174  N/A  Down Slow  175  

2 Through  174  N/A  Up Slow  175  

3 Through  174  N/A  Up Fast  175  

4 Through  174  N/A  Down Fast  175  

Adamstown  

1 Through  173  N/A  Down Fast  174.3  

2 Through  173  N/A  Down Slow  174.1  

3 Bay  172  N/A  D.end P line  N/A  

4 Through  184  N/A  Up Slow  184.2  

5 Through  174  N/A  Up Fast  175.5  

Hazelhatch  

1 Through  226  N/A  Down Fast  226.7  

2 Through  174  N/A  Down Slow  175.1  

3 Bay  178  N/A  D.end P line  N/A  

4 Through  213  N/A  Up Slow  214.2  

5 Through  223  N/A  Up Fast  225.9  
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Route  Station  Platform  
Platform type: 

through or 
Bay  

Usable 
Length 

(rounded 
down to 
nearest 
metre)  

Usable Length if 
bi - directionally 
signalled. other  

direction  

Adjacent line 
description  

TOR to 
TOR  

Dublin 
Heuston / 

Cork  
Sallins  

1 Through  175  N/A  Down  175.7  

2 Through  174  174  Up 174.9  

 

Newbridge  

1 Through  271  280m (UP)  Down  279.9  

2 Through  217  N/A  Up 217.4  

 

3 Bay  175  N/A  D.end P line  N/A  

Kildare  

1 Through  213  N/A  Down  213.8  

 

2 Through  246  246  Up loop  246.8  

Monastervin  

Down  Through  215  N/A  Down  215.2  

 

Up Through  215  N/A  Up 215.5  

Portarlington  

1 Through  217  217  Up 217.7  

 

2 Through  215  215  Down   

Portlaoise  

1 Through  239  239  Down  239.7  

 

2 Through  241  N/A  Up 249.5  

Ballybrophy  

1 Through  184  N/A  Up 184.8  

 

2 Through  183  N/A  Down  183  

3 Bay  89  N/A  D.end P line  N/A  

 

4 Through  183  N/A  Down Loop  183  

Templemore  

1 Through  217  N/A  Up 217.9  

2 Through  218  N/A  Down  218.4  

Thurles  

1 Through  230  N/A  Up 230  

2 Through  249  235 m ( UP) Down  249.8  

 

Limerick Jct.  

1 Through  256  262m (UP)  Loop  294  

2 Bay  97  N/A  D.end P line  N/A  

3 Bay  92  N/A  D.end P line  N/A  

Charleville  

1 Through  215  N/A  Up 215.5  

2 Through  214  N/A  Down  214.9  

3 Through  215  215  Loop  215.1  
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Route  Station  Platform  

Platform 
type: 

through or 
Bay  

Usable 
Length 

(rounded 
down to 
nearest 
metre)  

Usable Length if 
bi - directionally 
signalled. other  

direction  

Adjacent 
line 

description  

TOR 
to 

TOR  

Dublin 
Heuston / 

Cork  
Mallow  

1 Through  225  225  Down  225.8  

2 Through  224  224  Up 224  

3 Through  223  223  Loop  223.4  

Cork  

1 Bay  170  N/A  D.end P line  N/A  

2 Bay  135  N/A  D.end P line  N/A  

3 Bay  90  N/A  D.end P line  N/A  

4 Through  218  218  Down  218.5  

5 Through  217  217  Up 217.1  

Cherryville Jct 
/ Waterford  

Athy  

Loop  Through  178  N/A  Up -  

Main  Through  184  N/A  Down  -  

Carlow  

Loop  Through  211  215  Main Line  215.7  

Up Through  174  174  Main Line  174.1  

Mhuine 
Bheag  

1 Through  175  N/A  Main Line  175.3  

2 Through  175  N/A  Loop Line  175.3  

Kilkenny  

1 Bay  147  N/A  Main Line  N/A  

2 Bay  144  N/A  Loop Line  N/A  

Thomastown  1 Through  175  N/A  Main Line  175.5  

Waterford  5 Bay  193  N/A  Main Line  N/A  

Portarlington -  
Galway  

Tullamore  

Main 2  Through  185  185  Loop  185  

Loop 1  Through  186  186  Main  186.3  

Clara  1 Through  168  174  Loop  174.8  

Athlone  

1 Through  215  215  Main  215.2  

2 Through  231  290  Loop  290.2  

3 Through  290  290  Main  290  

Ballinasloe  
Main 
(Up)  

Through  167  167  Loop  175.6  

 Loop  Through  174  174  Main  174.8  
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Route  Station  Platform  

Platform 
type: 

through or 
Bay  

Usable 
Length 

(rounded 
down to 
nearest 

metre)  

Usable 
Length if bi -
directionally 

signalled 
other 

direction  

Adjacent line 
description  

TOR to 
TOR  

Portarlington 
-  Galway  

Woodlawn  1 Through  177  177  Loop  177.2  

Attymon  1 Through  178  178  _ 178.2  

Athenry  

Down  Through  174  174  Up 174.2  

Up Through  174  174  Down  174.2  

Oranmore  1 Through  175  175  N/A  175  

Galway  

Main  Bay  221  N/A  Loop  _ 

Bay  Bay  124  N/A  Main  _ 

Athlone -
Westport  

Roscommon  

Main  Through  175  N/A  Main  175.1  

Loop  Through  174  N/A  Loop  174.2  

Castlerea  

Main  Through  174  N/A  Main  174.7  

Loop  Through  92  N/A  Loop  92.8  

Ballyhaunis  

Main  Through  175  N/A  Main  175.3  

Loop  Through  93  N/A  Loop  93.4  

Claremorris  

Main  Through  173  N/A  Main  173.1  

Loop  Through  174  N/A  Loop  174.4  

Manulla 
Junction  

Main  Through  165  N/A  Main  171.5  

Bay  Bay  100  N/A  Bay  N/A  

Castlebar  Main  Through  174  N/A  Main  174.2  

Westport  Main  Through  174  N/A  Main  174.5  

Manulla Jctn 
to Ballina  

Foxford  Main  Through  91  N/A  Main  91.9  

Ballina  Main  Bay  101  N/A  Main  N/A  

Limerick -
Ballybrophy  

Roscrea  Main  Through  71m  71m  
Main  

94m  

Cloughjordan  1 Through  95  95  Main  -  

Nenagh  1 Through  114m  114m  Main  114  

Birdhill  1 Through  73m  73m  Main  73  

Castleconnell  1 
Through  

97  97  
Main  

-  
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Route  Station  Platform  

Platform 
type: 

through or 
Bay  

Usable 
Length 

(rounded 
down to 
nearest 
metre)  

Usable 
Length if bi -
directionally 

signalled 
other 

direction  

Adjacent 
line 

description  

TOR to 
TOR  

Limerick -
Ballybrophy  

Limerick  

1 Bay  150    156.4  

2 Bay  158 
  164.6  

3 Bay  187 
  193.9  

4 Bay  122 
  128.9  

Ennis Jct to 
Athenry  

Sixmilebridge   Through  89    90.2  

Ennis  

1 Through  
187  

 
 Main  189.9  

2 Through  131   Main  131.5  

Gort  

1 Through  92    92.5  

2 Loop  92    92.5  

Ardrahan   Through  89    89.9  

Craughwell   Through  100     

Limerick Jct 
to Waterford  Tipperary  1 Through  

87 (to  
Waterford)  

92 (to Lk Jctn)  
N/A  Main  92.8  

Cahir  1 Through  95  N/A  Main  95.7  

Clonmel  

1 Through  89  N/A  Main  90  

2 Through  123  N/A  Loop  123.5  

Carrick -on-
Suir  

Main  Through  132  N/A  Main  132.9  

Mallow / 
Tralee  

Banteer  

Main ( 1)  Through  138  138  Main Line  177.2  

Loop ( 2)  Through  105  N/A  Loop line  105.7  

Millstreet  Main ( 1)  Through  232  N/A  Main Line  233.4  

Rathmore  

Main ( 1)  Through  174  N/A  Main Line  181.2  

Loop ( 2)  Through  89  N/A  Loop line  96.5  

Killarney  

1 Bay  286  N/A  Main  N/A  

2 Bay  172  N/A  Bay  N/A  

Farranfore  

1 Through  144  N/A  Main Line  144  

Loop  Through  175  N/A  Loop line  185.6  

Tralee  

1 Bay  297  N/A  Main  N/A  

2 Bay  304  N/A  Bay  N/A  
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Route  Station  Platform  

Platform 
type: 

through 
or Bay  

Usable 
Length 

(rounded 
down to 
nearest 
metre)  

Usable Length 
if bi -

directionally 
signalled. other  

direction  

Adjacent 
line 

description  

TOR to 
TOR  

Cork / Cobh  

Littleisland  
1 Through  91  N/A  Down  92  

2 Through  76  N/A  Up 92  

Glounthaune  
1 Through  93  N/A  Down  93.1  

2 Through  92  N/A  Up 92.6  

Fota  
1 Through  92  N/A  Down  92.3  

2 Through  93  N/A  Up 93.3  

Carrigaloe  
1 Through  86  N/A  Down  92.6  

2 Through  92  N/A  Up 92.8  

Rushbrooke  
1 Through  93  N/A  Down  93.2  

2 Through  93  N/A  Up 93.2  

Cobh  1 Bay  86  N/A  D.end P line  N/A  

Glounthaune / 
Midleton  

Carrigtwohill  
1 Through  90  N/A  Up 90.4  

2 Through  90  N/A  Down  90.5  

Midleton  
1 Through  88  N/A  Up 88.9  

2 Through  85  N/A  Down  88.9  

Dublin 
Docklands / 

Sligo  
Docklands  

1 Buffer end  168  N/A  D.end P line  N/A  

2 Buffer end  190  N/A  D.end P line  N/A  

Drumcondra  
1 Through  176  N/A  Up 178.3  

2 Through  176  N/A  Down  177  

Broombridge  
1 Through  173  N/A  Up 173.8  

2 Through  173  N/A  Up 173.8  

Pelletstown  
1 

Through  
172  N/A  Up 174  

2 
Through  

172  N/A  Down  174  

Ashtown  

1 Through  172  N/A  Up 174  

2 Through  

Signal not 
cleared -  

178; Signal 
cleared -  219  

N/A  Down  223.3  

Navan Road 
Parkway  

1 Through  172  N/A  Up 174.9  

2 Through  172  N/A  Down  175  

Castleknock  
1 Through  174  N/A  Up 175.1  

2 Through  173  N/A  Down  174.8  
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Route  Station  Platform  

Platform 
type: 

through 
or Bay  

Usable 
Length 

(rounded 
down to 
nearest 
metre)  

Usable Length if 
bi - directionally 
signalled.other 

direction  

Adjacent 
line 

description  

TOR 
to 

TOR  

Dublin 
Docklands / 

Sligo  
Coolmine  

1 Through  175  N/A  Up 177.5  

2 Through  174  N/A  Down  174.5  

Clonsilla  

1 Through  187  N/A  Up 177.5  

2 Through  186  186  Down  186.6  

3 Bay  88  N/A  Bay  N/A  

Leixlip Confey  

1 Through  175  N/A  Up 176.2  

2 Through  175  N/A  Down  176  

Leixlip Louisa 
Bridge  

1 Through  171  N/A  Up 173.4  

2 Through  174  N/A  Down  175.4  

Maynooth  

1 Through  200 (Up)  204(Dn)  Up 222.9  

2 Through  199 (Up)  201(Dn)  Down  217.5  

Kilcock  1 Through  171  171  Main  174.4  

Enfield  1 Through  190 (Dn)  196 (Up)  

Loop (only 
loop 

platform in 
use)  

225.5  

Mullingar  

Main  Through  168 Dn  174 Up  Main  177.7  

Loop  Through  215 Up  212 Dn  Loop  215.3  

Bay  Bay  199  N/A  N/A  N/A  

Edgeworthstown  

Loop  Through  215  215  Loop  215.3  

Main  Through  173  173  Main  173.7  

Longford  

1 Main  Through  175  175  Main  175.1  

2 Loop  Through  174  174  Loop  174.4  

Dromod  

Main  Through  173  173  Main  173.2  

Loop  Through  179  179  Loop  179.9  

Carrick -on-
Shannon  

1 Through  174  174  Main  174.1  

Boyle  

1 Main  Through  216  216  Main  216.8  

2 Loop  Through  175  175  Loop  175.6  

Ballymote  1 Through  174  174  Main  174.2  

Collooney  1 Through  175  175  Main  175.2  

Sligo  1 Bay  177  177  UP N/A  
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Route  Station  Platform  

Platform 
type: 

through or 
Bay  

Usable 
Length 

(rounded 
down to 
nearest 
metre)  

Usable Length 
if bi -

directionally 
signalled. other  

direction  

Adjacent 
line 

description  

TOR 
to 

TOR  

Clonsilla / M3 
Parkway  

Hansfield  

Up (1)  Through  174  N/A  
Up M3 -  

parkway  
174.3  

Down (2)  Through  174  N/A  
Down M3 
parkway  

174.7  

Dunboyne  

Up (1)  Through  174  N/A  
Up M3 -  

parkway  
174.7  

Down ( 2)  Through  174  N/A  
Down M3 -
parkway  

174.4  

M3 Parkway  

Up (1)  Through  174  N/A  
Up M3-  

parkway  
174.7  

Down (2)  Through  173  174  
Down M3 -
parkway  

174.4  

Dublin Connolly / 
Rosslare 
Europort  

Tara Street  

1 Through  171  168  Up 174  

2 Through  170  167  Down  173  

Pearse  

1 Through  171  181  Up 185  

2 Through  175  174  Down  183  

Grand Canal 
Dock  

1 Through  173  169  Up 174.5  

2 Bay  173  173  Bay to up  174.5  

3 Through  172  177  Down  179.4  

Lansdowne 
Road  

1 Through  172  174  Up 174.3  

2 Through  173  167  Down  178  

Sandymount  

1 Through  175  167  Up 175.8  

2 Through  172.5  174  Down  174.5  

Sydney 
Parade  

1 Through  180  185 (Dn)  Up 185.9  

2 Through  189  176(Up)  Down  190  

Booterstown  

1 Through  174  175  Up 175  

2 Through  173  174  Down  174  

Blackrock  

1 Through  174  174  Up 174.8  

2 Through  172  173  Down  173  

Seapoint  

1 Through  174  175  Up 175  

2 Through  169  175  Down  175  

Salthill & 
Monkstown  

1 Through  179  180  Up 180.2  

2 Through  177  178  Down  178.2  
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Route  Station  Platform  

Platform 
type: 

through 
or Bay  

Usable 
Length 

(rounded 
down to 
nearest 
metre)  

Usable Length 
if bi -

directionally 
signalled  other 

direction  

Adjacent 
line 

description  

TOR 
to 

TOR  

Dublin Connolly 
/ Rosslare 
Europort  

Dun -Laoghaire  

1 Through  186  186  Up 186.9  

2 Through  198(Down)  186(Up)  Down  207.5  

3 Bay  172  N/A  D.end P line  N/A  

Sandycove & 
Glasthule  

1 Through  172  N/A  Up 174  

2 Through  173  N/A  Down  174  

Glenageary  

1 Through  172  N/A  Up 173.5  

2 Through  174  N/A  Down  174.5  

Dalkey  

1 Through  171  173  Up 173.1  

2 Through  173  174  Down  174  

Killiney  

1 Through  175  N/A  Up 175.6  

2 Through  175  N/A  Down  176.4  

Shankill  

1 Through  175  N/A  Up 177.1  

2 Through  174  N/A  Down  175.5  

Bray  

1 Through  252 Up  186 Down  Up 272.8  

2 Through  168 Down  168(Up)  Down  176  

3 Bay  134  N/A  D.end P line  N/A  

Greystones  

1 Through  168 (Up)  176  Up 177.3  

2 Through  174( Dn)  168(Up Direction  Down  176.2  

Kilcoole  1 Through  137  137  N/A  137.4  

Wicklow  

1 Through  133  133  Main  133.1  

2 Through  137  137  Loop  137.2  

Rathdrum  

1 Through  128 (Up)  125 (Dn)  Main  128.8  

2 Through  131 (Down)  131(Up)  Loop  131.4  

Arklow  

1 Through  132  NA Main  132.9  

2 Through  137  NA Loop  137.2  

Gorey  

1 Through  136(Up)  135(Dn)  Main  136.1  

2 Through  135(Down)  142(Up)  Loop  142.8  

Enniscorthy  

1 Through  135 (Up)  133(Dn)  Main  135.8  

2 Through  139(Dn)  140(Up)  Loop  140.8  
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Route  Station  Platform  

Platform 
type: 

through 
or Bay  

Usable 
Length 

(rounded 
down to 
nearest 
metre)  

Usable Length 
if bi -

directionally 
signalled. other  

direction  

Adjacent 
line 

description  

TOR to 
TOR  

Dublin 
Connolly / 
Rosslare 
Europort  

Wexford  1 Through  139.5(UP)  140  N/A  145.9m  

Rosslare Strand  1 Through  145  NA Main  145.2  

Rosslare 
Europort  

2 Through  144(Up)  141(Dn)  Loop  144.2  

1 Bay  144  NA N/A  146.6  

Dublin 
Connolly / 

Border  

Connolly  

1 Bay  160  160  D.end P line  N/A  

2 Bay  
224 to CY 55 

or 281  
224 or 281  D.end P line  N/A  

3 Bay  199  199  D.end  P line  N/A  

4 Bay  268  268  D.end P line  N/A  

5 Through  190 South  190 North  Bi directional  207  

6 Island  196 South  193 North  Bi directional  223  

7 Island  221 North  171 South  Bi directional  223  

Clontarf Rd.  

1 through  174 South  168 North  up  174.8  

2 Through  170 North  172 South  Down  172.1  

Killester  

1 Through  174 South  171 North  Up 175  

2 Through  172 North  175 South  Down  175.2  

Harmonstown  

1 Through  174 South  171 North  Up 175.2  

2 Through  171 North  172 South  Down  172.9  

Raheny  

1 Through  173 South  174 North  Up 174  

2 Through  173 North  173 South  Down  173.7  

Kilbarrack  

1 Through  174 South  175 North  up  175.1  

2 Through  174 North  175 South  Down  175  

Howth Jct.  

1 Through  172  174  Up 174.3  

2 Island  180  176  Down  181.5  

3 Island  182  186  Up 188.1  

4 Through  221  209  Down  223.1  

Clongriffin  

1 Through  174  N/A  Up 175  

2 Island  174  174  Down  175.2  

3 Island  174  174  N/A  174.7  
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Route  Station  Platform  

Platform 
type: 

through 
or Bay  

Usable 
Length 

(rounded 
down to 
nearest 
metre)  

Usable Length if 
bi - directionally 
signalled. other  

direction  

Adjacent line 
description  

TOR 
to 

TOR  

Dublin 
Connolly / 
Border  

Portmarnock  

1 Through  174  N/A  Up 174.1  

2 Through  174  N/A  Down  174.1  

Malahide  

1 Through  170 South  172 North  Up 175.1  

2 Through  174 North  166 South  Down  175  

Donabate  

1 Through  178  N/A  Up 178.2  

2 Through  178  N/A  Down  178.4  

Rush & Lusk  

1 Through  173  N/A  Up 174.1  

2 Through  174  N/A  Down  174.3  

Skerries  

1 Through  
174 South  174 North  

Up 175.1  

2 Through  
175  N/A  

Down  175.8  

Balbriggan  

1 Through  186  South  
186 (for changing 

ends)  
Up 188.3  

2 Through  173  173  Down  173.8  

Gormanston  

1 Through  246  N/A  Up 246  

2 Through  201  N/A  Down  202.1  

Laytown  

1 Through  175  N/A  Up 175.6  

2 Through  172  N/A  Down  173.8  

Drogheda  

1 Through  219  220  Down  220.4  

2 Through  217  215  Up 217.4  

3 Bay  215  N/A  D.end P line  215.4  

Dundalk  

1 Through  211  211  Up 211.6  

2 Through  348  347  Down  353.5  

3 Bay  123  N/A  D.end P line  N/A  

Howth Jct.  
Howth  

Bayside  

1 Through  193  180  Down  194.3  

2 Through  174  N/A  UP 194.2  

Sutton  

1 Through  171  N/A  Down  173.6  

2 Through  173  N/A  UP 175.6  

Howth  

1 Through  168  168  Up N/A  

2 Through  166  166  N/A  N/A  
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Appendix 1 C Passenger Stations ï Facilities  

Station and 
Contact 

Telephone 
Number  

Ticket 
Office 
Access  

Ticket 
Office 
Loop 

System  

Platform Access  
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Adamstown  Via Stairs 
or Lift  

! Via Stairs or Lifts  " ! " ! ! ! 
01 8281060  

Ardrahan  No ticket 
office  

" Level  " " " " ! " 
 

Arklow  
Level  " 

Level to No. 1 & 
Southbound services, 
Footbridge to No. 2 & 
Northbound services  

! " " ! ! ! 

0402 32519  

Ashtown  

Level  ! 

Both platforms accessible 
via ramp.  (assistance 
required by companion 
onto city bound 
platform)  

" " " ! " " 

01 8880043  

Athenry  
Level  " Level  ! ! " ! ! ! 

091 84 4020  

Athlone  
Level  " 

Ramp to No. 1 platform.  
Steps or lift & Subway to 
No.'s 2 and 3 platforms  

! ! ! ! ! ! 

090 6473300  

Athy  
Level  ! 

Via ramp to No. 1 
platform, footbridge only 
to No. 2 platform  

! " " ! ! " 
057 07  31966  

Attymon  No ticket 
Office  

" Level  " " " " " " 
 

Balbriggan  Via ramp 
from car 
park  

! 
Level on platform No. 2 
Lift and Footbridge to 
platform No. 1  

" ! " ! ! ! 

01 8281360  

Ballina  
Level  " Level  ! ! ! ! ! ! 

096 71 820  

Ballinasloe  
Level  " 

Level to Main platform, 
footbridge only to loop 
platform  

! ! ! ! ! ! 

090 96 421 05  

Ballybrophy  
Level  ! 

Ramp to platforms 1 and 
2, Platforms 3 and 4 via 
lift or stairs.  

! ! ! ! ! ! 

0505 46 331  

Ballyhaunis  
Level  ! Level  ! ! ! ! ! " 

094 96 300 09  

Ballymote  
Level  " Level  ! ! " ! ! ! 

071 91 833 11  

Banteer  
Level  " 

Level to No 1 Platform 
and by Footbridge to 
Platform No. 2  

! ! " ! ! ! 

029 56 004  

Bayside  
Level  ! Access by lift or stairs  " " " ! ! ! 

01 8286880  

Birdhill  
Via Ramp  " Level  ! ! " ! ! ! 

061 379118  
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Station and 
Contact 

Telephone 
Number  

Ticket 
Office 
Access  

Ticket 
Office 
Loop 

System  

Platform Access  
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Blackrock  

Level  ! 

Level to Platform No. 1, 
City Centre & Northbound 
via station entrance. 
Platform No. 2, 
Southbound via lift or 
stairs  

" " " ! ! ! 

01 8880187  

Booterstown  
Via Ramp  ! 

Level to Platform No. 1, 
City Centre & Northbound 
via station entrance. 
Platform No. 2, 
Southbound via lift or 
stairs  

" " " ! ! ! 

01 8880186  

Boyle  
Level  " 

Level to main platform.  
Footbridge only to 
opposite platform  

! ! " ! ! ! 

071 96 620 27  

Bray  
Level  ! 

Level to platform 1,2,3. 
Lift from platform 1 & 3 
to platform 2  

Key 
from 
staff  

! " ! ! ! 

01 8286305  

Broombridge  No Ticket 

Office  
" Both platforms accessible  " " " " " " 

 

Cahir  No Ticket 
Office  

" Ramp from Car Park  ! " " " ! " 
 

Carlow  
Step  ! 

Level to No. 1 platform.  
Footbridge only to No. 2 
platform  

! ! " ! ! ! 

059 91 316 33  

Carrick -on-
Shannon  

Ramp to 
ticket 

office  

" 
Via ramp situated on 
West side of main 

building  

! ! " ! ! ! 

071 96 200 36  

Carrick -on-Suir  
No Ticket 
Office  

" 

Level via wicket gate 
from car park to main 
platform.  Footbridge 
only to opposite platform  

! " " ! ! " 

051 640 044  

Carrigaloe  No Ticket 
Office  

" 

Via footbridge to No. 1 
platform Southbound.  
Via ramp to No. 2 
platform Northbound.  

" " " " " " 

 

Carrigtwohill  No Ticket 

Office  
" 

Ramp to Up platform and 
by stairs and lifts to 
Down platform.  

" " " " ! " 

 

Castlebar  
Level  " Level  ! ! ! ! ! ! 

094 90 212 22  

Castleconnell  No Ticket 
Office  

" Via ramp from Roadway  " " " " ! ! 
 

Castlerea  
Level  ! Level  ! ! ! ! ! " 

0907 200 31  

Castleknock  Ramp to 
platform  

! Dublin bound platform 
accessible  

" " " ! " " 
01 820 1706  
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Station and 
Contact 

Telephone 
Number  

Ticket 
Office 
Access  

Ticket 
Office 
Loop 

System  

Platform Access  
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Charleville  Ramp or 
steps 
from car 
park  

" Level to No. 1 platform.  
Lift to platform 2 & 3  

! ! ! ! ! ! 
063 81235  

Clara  
Level  " Level  ! ! " ! ! ! 

057 931 105  

Claremorris  
Level  ! Level  ! ! ! ! ! ! 

094 93 710 11  

Clondalkin 
Fonthill  Level or 

via Lift  
! 

Ramp from car park to 
Platform No. 2, to city.  
Ramp from public road or 
footbridge to Platform 
No. 1, Southbound.  

" ! " ! ! " 

 

Clongriffin  
Level  ! Lifts & Stairs to Platforms  " " " ! ! " 

01 828 6940  

Clonmel  
Level  " 

Level to main platform.  
Footbridge only to 
opposite platform  

! " " ! ! " 

053 21982  

Clonsilla  
Level  ! Both platforms accessible  " " " ! " ! 

01 821 1378  

Clontarf Road  
Level  ! Lift to Both Platforms  " " " ! ! ! 

01 828 6440  

Cloughjordan  No Ticket 
Office  

" Level  " " " " ! ! 
 

Cobh  
Level  " 

Via ramp from public 
road.  Assistance will be 
required  

! " " ! " ! 

021 48 116 55  

Collooney  
No Ticket 

Office  
" Level  ! ! " ! ! " 

Connolly  
01 7032358  

Via lift, 
escalator, 
or steps. 
Level 
from 
carpaprk  

! 

Level access to platforms 
1, 2, 3 & 4 from ticket 
office.  Ramp or stairs to 
platform 5. Lift or stairs 
to platforms 6 & 7.  

! ! ! ! ! ! 

Coolmine  
Level  ! Both platforms accessible  " " " ! ! ! 

01 820 1957  

Cork  
Level  " 

Platforms 1, 2, 3 & 4 
level.  Ramp and lift to no 
5 platform  

! ! ! ! ! ! 

021 45 067 66  

Craughwell  No ticket 
office  

" Level  " " " " ! " 
 

Dalkey  
01 828 6240  

Level  ! 

Access to No. 2 platform, 
Southbound via station 
entrance.  Ramp to 
platform No. 1, 
Northbound and city 
centre  

" " " ! ! ! 
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Docklands  Via Stairs 
or Lift  

! Level to both platforms  " " " ! " ! 
01 828 6380  

Donabate  
Level  ! Platforms accessible via 

car parks  
! ! " ! ! ! 

01 828 1300  

Drogheda  
Level  ! 

Level to No. 1 platform.  
Lift or footbridge to No. 2 
and 3 platforms  

! ! ! ! ! ! 

041 98 387 49  

Dromod  
Level  " 

Level to main platform.  
Footbridge to No. 2 
platform  

! ! " ! ! ! 

071 96 382 03  

Drumcondra  
Level  ! Lift to both platforms  " " " ! " ! 

01 830 5311  

Dunboyne  
Level  ! 

Level to main platform.  
Lifts and stairs to other 
platform  

" " " ! ! ! 

 

Dundalk  
Level  ! Ramp or lift to platforms 

No.'s 1 and 2  
! ! ! ! ! ! 

042 35521  

Dun Laoghaire  
Via Ramp  ! Lifts to both platforms  

 Key 
from 
Staff  

! ! ! " ! 

01 8286180  

Edgeworthstown  
Level  ! 

Level to main platform.  
Footbridge to No. 2 
platform  

! ! " ! ! ! 

043 66 710 31  

Enfield  
No Ticket 
Office  

" Stairs only  " " " " ! " 

Ennis  
Via steps 
or ramp 
from car 
park  

" Level  ! ! ! ! ! ! 

065 68 404 44  

Enniscorthy  
Level  " Level.  Stairs only to 

opposite platform.  
! ! " ! ! " 

053 92 334 88  

Farranfore  Via small 
step from 
platform  

" Level  ! " " ! ! " 
066 641 01  

Fota  No Ticket 
Office  

" 
Level Southbound and 
Cobh.  Footbridge only to 
Northbound and Cork  

" " " " " " 

 

Foxford  No Ticket 
Office  

" Level  " " " " ! " 
 

Galway  
Level  " Ramp to Main Entrance  ! ! ! ! " ! 

091 564222  

Glenageary  
Level  ! Stairs or Lifts to both 

platforms  
" " " ! " ! 

01 8286220  




